DAILY QUALITY ASSURANCE REPORT
                                       PAGE 1 OF 1
Name of Contractor: GLOBAL ENGINEERING                Project: Sprinkler System 

Location of Work: FORT LEONARD WOOD,Mo Contract/DO/PO Number : DACA01-96-D-0040-131

(USE SEPARATE REPORT FOR Each  D.O./P.O ./ Contract)                                 Date:     January 3, 2000

Work performed by contractor:

Installing access panels

Personnel on Site:

Superintendent:  David Gooch

Contractor Quality Control:  David Gooch

Workers:  Global (4)
                 Masco (0)

Significant Equipment on Site:

None.

Deliberate Inspections made by QA Representative:

In reference to contract drawings sheet 15 of 25, note 6.  The following was proposed in a meeting with Barry Douglas (FM), Randy Furse (FM), Mr. Woody (Base Fire Chief) and David Gooch (global).  Leave the 6” drop and riser, and the existing 5” line to the fire dept. connection in place and remove only the alarm check valve.  A spool will be installed in place of the ACV.  The existing control valve and drain will remain at the low point between the 6” drop and riser.  This proposal will leave the existing sprinklers unprotected for only 2 to 3 hours.  This proposal was agreed upon provided Fire Station #1 and the Military Police Dispatcher are notified prior to start of work.

I was occupied with the other conrtacts and unable to attend this meeting.

Weather Conditions that effected the site:

No weather delays

Safety violations / Corrective measures taken:

No safety violations observed this day.

Work Scheduled:

Installing access doors

Coordination with Facility Manager: 

See inspections

.
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Name:       Jack L. Lynch                            Signature:  ______________________________

                    US Army Corps of Engineers

                  Quality Assurance Representative

                          Supporting MedCom
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