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Name of Contractor: GLOBAL ENGINEERING                Project: Sprinkler System 

Location of Work: FORT LEONARD WOOD,Mo Contract/DO/PO Number : DACA01-96-D-0040-131

(USE SEPARATE REPORT FOR Each  D.O./P.O ./ Contract)                                                  Date:    August 16, 2000

Work performed by contractor:

Installing sprinkler piping

Personnel on Site:

Superintendent:  David Gooch

Contractor Quality Control:  David Gooch (1)

Workers:  Global (3)      Lloyd Electric  ( 0)
                 Masco (3)

Significant Equipment on Site:

Hand Tools 

Deliberate Inspections made by QA Representative:

The sprinkler piping is being installed per the contract drawings.  The sway bracing is being located per plans.  

Masco is using caution removing the ceiling tile.  Very few tile are being damaged.

All debris is being removed at the time of demo.  No debris is being left above ceiling.

Several of the sprinkler head fittings have been cracked during shipment.  These heads have been rejected.

Weather Conditions that effected the site:
No weather delays

Safety violations / Corrective measures taken:

No safety violations observed.

Work Scheduled:

Installing sprinkler piping.

Demo existing piping

Electrical

Coordination with Facility Manager: 

None required this date.
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Name:       Jack L. Lynch                               Signature:  ______________________________

                    US Army Corps of Engineers

                  Quality Assurance Representative

                          Supporting MedCom
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