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Name of Contractor: GLOBAL ENGINEERING                                          Project: Sprinkler System 

Location of Work: FORT LEONARD WOOD,Mo Contract/DO/PO Number : DACA01-96-D-0040-131

(USE SEPARATE REPORT FOR Each  D.O./P.O ./ Contract)                                                     Date:    January 10, 2001

Work performed by contractor:

Running conduit

Running sprinkler piping

Personnel on Site:

Superintendent:  David Gooch

Contractor Quality Control:  David Gooch (1)

Workers:  Global (6)  Masco (4)

Significant Equipment on Site:

Hand Tools 

Deliberate Inspections made by QA Representative:

An official above ceiling inspection was held on the electrical conduit.  I found several places that need support.  2 fire alarm boxes in the computer room have been surface mounted.  I instructed the electrician to remove the boxes and run the conduit inside the wall.

An above ceiling inspection was held on the fire sprinklers in the following areas.  Zone 1E, 1D, 1B, GG and GE.  I noted the following items.

1. Add supports

2. Seal fire wall penetrations

3. Touch-up paint on ceilings

4. Several heads not changed out

I will verify corrections.

Weather Conditions that effected the site:
No weather delays

Safety violations / Corrective measures taken:

No safety violations observed.

Work Scheduled:

Installing sprinkler piping.

Demo existing piping

Electrical

Coordination with Facility Manager: 

None required this date.
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                  Robert Price    

Name:       Jack L. Lynch                               Signature:  ______________________________

                    US Army Corps of Engineers

                  Quality Assurance Representative

                          Supporting MedCom
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