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(USE SEPARATE REPORT FOR Each D.O./P.O./Contract)

Project: AFIP – Renew North and South Towers, 4th Floor Laboratories

Location of Work: WRAMC – Washington, DC



Name of Contractor: John J. Kirlin, Inc

Contract Number: DACA87-97-D-0038, Task Order: 66 
 

Date: 20-May-02

Work performed by contractor: 

The following review comments for the subject matter Site Investigation Report (9-May-02) were submitted electronically to Russell Manning and Jerry Lachapelle on 20-May-02.  

1. Pg 4. No. 6. What does “RO/DI” denote?

2. Pg 5, No. 20. Recalculate the following:

a) Room 4100C. Dimensions inconsistent with Net SF. Correct Net SF = 74.

b) Room 4097. Dimensions inconsistent with Net SF. Correct Net SF = 298.

c) Room 4016. Dimensions inconsistent with Net SF. Correct net SF = 72.

d) Consequently, the total will be 2,742 net SF.

3. Pg 6, No. 10. Recalculate the following:

a) Room 4001. Dimensions inconsistent with Net SF. Correct Net SF = 201.

b) Room 4003. Dimensions inconsistent with Net SF. Correct Net SF = 189.

c) Consequently, the total will be 1,918 net SF.

4. Pg 8, No. 34. Recalculate the following:

a) Room 4111. Dimensions inconsistent with Net SF. Correct Net SF = 193.

b) Consequently, the total will be 5,058 net SF.

5. Pg 11, Nos. 2 and 3. Clarify “adjacencies”.

6. Pg 15. Item N-4-A.31. Change “isle” to “aisle”.

7. Pg 20. No. 14. Change “showing” to “showering”.

8. Pg 20. No 1a. What type of “asbestos tile”? Does just the tile contain asbestos or does it include the mastic?

9. Pg 22. No 2a. Remove “Safing”.

10. Pg 23. No 2g. Remove “Fire safing”.

11. Pg 23. No 2b/e. What is the advantage of an enamel paint finish in office and general space?

12. Pg 25. No 3b. Is a hard gypsum board ceiling with an epoxy paint finish in a BSL-3 lab meet the user/facility requirements?

13. Pg 25. No 3c. Recommend specifying “water-resistant” gypsum board hard ceiling.

14. Pg 27. No 6a. Where? Is there a corridor number?

15. Pg 28. No 6i. Change “pieced” to “pieces”.

(continued)

16. Pg 30. No 1b/2b. Meal studs identified as “20-gauge”. On page 23, item 2a, metal studs identified as “16-gauge”. Why the difference between North and South Towers? Pg 35. No. 2. Specifies “20-gauge” metal studs. 

17. Pg 31. No 1c. Any concerns regarding emergency shower drains?

18. Pg 31. No 1b/c. Check to verify testing frequency of eyewash and emergency shower. Current ANSI guidelines may indicate “weekly” testing. (Z358.1-1998)

19. Pg 31. No. 2b. Change “These” to “This”. 

20. Pg 32. No 1d. Clarify “Low air movement” by stating “Insufficient air movement”.



Personnel on Site: N/A



Superintendent: N/A



Contractor Quality Control: N/A


Workers: N/A



Significant Equipment on Site: N/A



Deliberate Inspections made by QA Representative: N/A



Weather Conditions that effected the site: N/A



Safety violations / Corrective measures taken: N/A



Coordination with Facility Manager: Continued to coordinate activities with Jerry Lachapelle, AFIP Project Officer. 
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Name: Bert K. Pechhold 




Signature:

 U.S. Army Corps of Engineers, Baltimore District

 Quality Assurance Representative















