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(USE SEPARATE REPORT FOR Each D.O./P.O./Contract)

Project: Walter Reed – Medical Gas Renovation

Location of Work: WRAMC – Washington, D.C.

Name of Contractor: Ft. Berthold Development Corporation

Contract Number: DACA31-01-D-0046

Date: Wednesday, 13 August 2003

Work performed by contractor:

1. Mechanical Piping

· Opening up wall in dialysis to reconnect outlet fed from inside the wall.

· Continuing ZVB for Riser 13 – Box 130, 132, 133.

2. Architectural

· Dust wall support for wall openings for ZVB for Riser 13.  Cut opening for dialysis.



Personnel on Site: Ft. Berthold (Kellogg Brown & Root)

Subcontractors: Maryland Mechanical (5), Allen & Whalen (1-Working on Nurse Call), JS Global (1)



Superintendent: Charlie Rankin (Ft. Berthold)

Contractor Quality Control:  Kris Hunter, Quality Control (KBR)



Misc. Discussions with Contractor:
· Discussions on 8/12 concerning dust tent outside Ward 48.  Ft.B. to ensure JS Global is cleaning up all dust after opening is cut.

· Dialysis schedule.  BC to opened up and needs full day in order to core drill and reconfigure.

· Discussion concerning large magnitude of piping for vacuum.



Misc. Paperwork by QA Representative:
· Distributed Progress Meeting minutes.



Deliberate Inspections made by QA Representative:
· Walkthrough of ICUs for breakdown of risers.

· Walkthrough of 6A79 for upcoming work and target of opportunity with FMB work.

· Walkthrough of Dialysis to verify schedule for impacting wall.

· Walkthrough of ZVB 129 & 131.  Observed incorrect room when investigating outlets for 129.  Need to confirm locations in AM as BC has concerns about 2 ZVB feeding 1 room.



Safety violations / Corrective measures taken: None.

Coordination with Facility:
· Discussions with FMB on 8/12 concerning dust tent outside Ward 48 that had some dust inside.

· Detailed discussion with Wayne Brule, FMB, concerning 6A79.  Room currently has MCA & inactive NG.  Workplan identifies new ZVB with only LA.  Per discussions with end-user and FMB, function of space has no current need for LA or NG.  ES to follow up with email per our discussion for proposed solution.  Best if FMB shuts off ZVB completely and demo’s above ceiling piping and outlet ports.  Ft.B. then to come in put in new LA, however, cap after the ZVB as there is no current need for LA.  Can install formally later if there is a change in the function of the room.

· Coordination with Dialysis for construction schedule in back room.
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Name: Erin Shaffer, Project Engineer, U.S. Army Corps of Engineers, Baltimore District
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